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WANROOE waste wire and cable recycling processing line has strong applicability, and can be used for mixed
wires with various diameters and complex materials. The design of the entire processing system is compact,
The unique crushing technology and pulse resistance dynamic airflow sorting technology is used to make the
recovered non—ferrous precious metal has a purity of at least 99.5%.

Our standard processing capacity is 300—-2000Kg / H, and the corresponding capacity requirements can be
customized according to customer special requirements, ranging from 3000-6000 Kg / H.

Through in—depth research on the various waste wire and cable copper and rice products, Wanrong Machinery
has developed a series of high—performance, high—yield copper core, and iron core recycling production lines.
Its main functions include crushing, removing a small amount of iron from copper wires, separating copper and
aluminum from plastic, and removing dust. When dealing with bundled hybrid cables of different specification
diameters, This series of production lines can effectively separate metal and plastic, and separate copper and
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aluminum with high efficiency and high purity. 1. It is composed of one or several insulated wires, 1. Itis composed of one or several soft wires, FRIRAE, EIRIZ/D=VER, BB D S, FAFRDE
which are then covered with a tough outer layer covered with soft protective layer.
made of metal or rubber. 2. The wire is generally single—layer insulation,
2. The cable generally has more than two layers of single core, 100 meters a roll. Wireless disk.
insulation, most of which are multi—core structures, 3. The wire generally has a small number of cores,
wound on the cable tray, and the length is generally small product diameter and simple structure.

greater than 100m.
3. The cable generally has many cores, large
product diameter and complex structure.
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Waste Cable.Wire The main functions include crushing,

removing a small amount of iron from copper wires,
separating copper and aluminum from plastic, and removing dust.

Web: http://www.wanrooe.com http://www.wanrooetech.com http://www.wanrooetech—pulverizer.com http://www.China—tireshredder.com  Email: export@wanrooe.com




» Magnetic Separator SR EHl D Air flow separator
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Magnetic Separator: Through hanging magnetic separator and

combined with magnetic roller magnetic separator, the removal rate of
magnetic metal reaches 99.7%.

BRIl

Single shaft shredder: Wires and cables are torn (20-40mm).

The cutter is made of LD material.
It has high hardness and abrasion resistance.

» Single Shaft Shredder

Gravity sorter: The wires are mainly sorted according to the different

densities and aerodynamic characteristics of the materials, and the purity
can reach more than 99.5%. The material passes through the material
equalizing plate in the cabinet,and is automatically and uniformly scattered
on the sintering screen plate which performs the reciprocating vibration and
the upward airflow. Due to the different specific gravity, the materials are
Plastic | automatically classified. Light materials go down and heavy materials go up.
(223} ) magnetic metal With airflow sorting machine, the crushing material is divided into two parts

HUEETR ) depending on the specific gravity, and the copper and a small amount of
copper and a plastic mixture are obtained.
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FAEB 174l > Electrostatic Separator

Electrostatic separator: Electrostatic separator is mainly made up of high—voltage electrostatic generator,
frame, insulation board, conveyor belt, driving wheel, rotating wheel, recycling board, discharge electrode and
metal protective net. It works on the principle of corona discharge, where
two plates are placed close together and high voltage is applied.

This high voltage is used to

separate the ionized particles.
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High speed crusher: Through a specially designed chip cutter shaft, different types of wires and cables

are broken to less than 2-5mm to achieve complete separation of plastic and metal.

The whole machine adopts split box design, which is convenient for maintenance and selection of S—shaped
ladder cutter roller. The cutter roller is arranged in a narrow cutter spiral line, with strong impact resistance.
Suitable for wire, circuit board, copper aluminum water tank, PE steel pipe, hard rubber block, etc. Large size
external rotor bearing to prevent damage caused by material movement. High precision and secret
processing rotor and case liner, replaceable, long service life.
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Pulse Dust Collector: When the pulse bag type dust collector is operating,
dusty gas will enter into the ash hopper through the gas inlet. Owing to the rapid
ety Specification PNCR-200 PNCR=300 PNCR-500 PNCR-1000 expansion of the gas volume, on the one hand, the part of coarse grains of dust
_— falls into the ash hopper affected by inertia, on the other hand, the fine grains of
Capacity(Kg/h)(B & 100~200 200~300 300~500 300~1000 dust goes up into the filter—bag chamber with the airflow.The exhaust gas passes
T through the pulse, and the exhaust gas is purified by the effect of the airflow pulse
Total Power(Kw)(S71%) 30 60 99 160 and the filter bag therein, thereby discharging into the air.
P N e Weight(Kg)(Z2=) 2800 6600 9000 15000
Slice blade(~77) Dimension(m)(Z5=€) 3x2.1x2.8 63 5%32 10.1x9.6 x5.7 215 X955 7 Bk B#"‘%E pkimbRess TR, SaSABEHRSOFANRS . BT SAMARAIR
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